
Gemco Calibration – Tel: 01604 828636

Calibration Equipment WEB Checklist
To assist us with arranging your calibration quotation quickly and efficiently, please 
complete this checklist as accurately as possible and fax back to our office on: 

Fax No: 01604 609675
When deciding which equipment requires calibrating, the basic rule of thumb is that any item used to give specific values will require calibration.

Item






Quantity




	Airline Gauge/ Tyre Inflator
	

	¼” to ½” Sq drive Torque Wrench
	

	¾” to 1” Sq drive Torque Wrench
	

	Dial Test Indicator/Bore Gauge
	

	External Micrometer 
	

	External Micrometer – Multi Anvil
	

	Internal Micrometer
	

	Vernier Caliper
	

	Feeler Gauge 
	

	Tyre Tread Depth Gauge 
	

	Hose End Oil Meter
	

	Engine/Hydraulic Pressure Gauge
	

	Electrical Multimeter
	

	Dunlop AGO/40 Tracking Gauge
	

	Paint Weighing Scale
	

	Total Number of Items
	


Load Testing and Inspections for Health & Safety/Insurance Purposes

Item






Quantity




	Axle Stand
	

	Bottle Jack
	

	Trolley Jack
	

	Transmission Jack
	

	Jacking Beam
	

	Commercial Pit Jack
	

	Engine Crane
	

	Workshop Hydraulic Press
	

	Wheel Removal Trolley
	

	Total Number of Items
	



Customer to Complete

Company Name:











Address:



















Post Code:




List compiled by:





Date:





Position:





  Signed:




Tel No:





E-mail:
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